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Electrical Characteristics (Ta= 25  unless otherwise noted, VF=0.9V Max.@ IF=10mA for all types)

DEVICE DEVICE 
MARKING 

VRWM 
(V) 

(max.) 

IR(uA) 
@VRWM 
(max.) 

VBR(V) 
@IT(note2) 

(min.) 

IT 
(mA) 

Vc@5A 
(V) 

(Typ.) 

Vc 
(V) 

(max.) (@A) 

Ppk 
(W) 

(max.) 

C 
(pF) 

(Typ.) 

ESD5Z2.5 ZD 2.5 6.0 4.0 1.0 6.5 10.9 11.0 120 145 

ESD5Z3.3 ZE 3.3 0.05 5.0 1.0 8.4 14.1 11.2 158 105 

ESD5Z5.0 ZF 5.0 0.05 6.2 1.0 11.6 18.6 9.4 174 80 

ESD5Z6.0 ZG 6.0 0.01 6.8 1.0 12.4 20.5 8.8 181 70 

ESD5Z7.0 ZH 7.0 0.01 7.5 1.0 13.5 22.7 8.8 200 65 

ESD5Z12 ZM 12 0.01 14.1 1.0 17 25 9.6 240 55 

ESD per IEC61000-4-2(Air) ESD 
per IEC61000-4-2(Contact) VESD ±30 kV 

IEC 61000-4-4(EFT) 40 A 

ESD Voltage Per Human Body Model    
Per Machine Model 

16
400

kV 
v 

Total Power Dissipation on FR-5 Board (note 1)@Ta=25  PPP 200 W 

Operating temperature TOPT -55 ~ +150 

Storage temperature range TSTG -55 ~ +150 

Lead Soldering temperature-Maximum (10 second Duration) TL 260(10 sec)
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